
ACCUPRESSURE SEQUENCE MASSAGE FILTER
This filter must be cleaned at each drain and refill of your hot 
tub to ensure proper functionality of the Accupressure 
Sequence Massage. It is located behind the door in the 
equipment area.
To access the filter screen turn large canaster section of the 
assembly counter-clockwise till the apparatus separates 
revealing screen filter. Run filter under tap to clean out 
any debris and reassemble in reverse order.
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VARIABLE AIR THERAPY SYSTEM 
CONTROL FUNCTIONS:

1) ON/OFF : 
Press 1: The Blower starts at maximum Speed. LED: ON 

Press: Blower button on main control to activate system.

Press 2: The blower stops. LED: OFF 
2) TO CONTROL SPEED: 
Press 1 and hold: Speed goes up or down, LED: ON when     
pressing. Release pressure at the desired speed. 
3) TO  CONTROL PULSATION 
Press 1: Slow Pulsation Cycle, LED: ON. 
Press 2: Quick Pulsation Cycle, LED: Flashes. 
                Pulsation Cycle OFF, LED: OFF.

  WEIVER   CHEMICAL HANDLING  
   SAFETY HINTS

DAILY
1 Test water, and if necessary, add shock.
2 Ensure proper water level is maintained.

WEEKLY
1 Test pH and Alkalinity. Adjust accordingly
2 Top-up chemical dispenser
3 Add sequesterant (stain and scale controller)
4  Remove and spray cartridge filter with garden hose and 

re-install (see section CARTRIDGE FILTER)
5  Remove and clean out skimmer basket  

(see section CLEANING THE SKIMMER BASKET)
6 Add Shock / oxidizing agent
7 Inspect union connections for o-ring and gasket  
    leaks -  Tighten if loose

MONTHLY
1  Soak your filter cartridge in a filter cartridge cleaning solution. 

Rinse thoroughly and, if possible, allow to dry before re-installing. 
Hydropool recommends purchasing a second filter so that while 
the first is cleaning, the other is clean and ready to install

* For STANDBY/DRAIN ASSIST North Americal Only, please note for European Gold Models TURN OFF POWER to hot tub.

QUARTERLY
1  Drain hot tub at least once per quarter and clean the acrylic shell 

surface with a non-abrasive cleaner designed specifically for 
acrylic surfaces. See sections CHANGING THE HOT TUB WATER 
and DRAINING YOUR HOT TUB 

CLEANING THE SKIMMER BASKET
1 Activate the STANDBY/DRAIN ASSIST* mode
2  Remove the skimmer basket by pulling the weir door  

forward, and pulling the basket up and towards the front
3  Remove debris from basket. (Note: Avoid hitting the basket against 

objects to knock debris loose as this may damage the unit)
4 Reinsert basket
5  Take the system out of STANDBY/DRAIN ASSIST* mode, and as   

the pump begins to operate, monitor water flow over the weir door 
to assure that it is free floating

ROUTINE HOT TUB MAINTENANCE
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HYDROPO
AND SELF-CLEANING MODE INDICATOR

OL EXCLUSIVE QUICK-DRAIN™

FILTER CARTRIDGE

CHEMICAL FEEDER

OZONATOR

FILL HOSE

PUMP

DRAIN HOSE SKIMMER/PRE-FILTER

HEATER

FLOOR VACUUM

THE SELF-CLEANING MODE INDICATOR
This worry-free indicator is located above the access doors 
of cabinet equiped swim spas, displays that the Self-Clean 
and Eco Heat Systems are both functioning. Reassuring you 
of your family’s safety and protection.






