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2013 In.xm2 Gecko Spa Pack

Low Level Programming

Programming sequence to change P#01 from 2 speeds (2013 SC Series) to 1 speed (2012 SC Series)

The menu options can be accessed via a long press of the Pump #1  key on the keypad (except in.k600 with graphic LCD) and does not  require the in.stik™. To enter the menu, press and hold Pump #1 key (25 seconds) until “LLPr” displayed on the keypad and quickly press on the Program key. The different parameters can be modified by using the Up/Down key. Use the Program key again to validate a setting, and move on to the next one. All parameters must be validated with the Program key. If no key is pressed for 1 minute, the in.xm2™ will exit the options menu without saving and will reset the pack.

At the last parameter (d.--), pressing the Program key again exits the menu and saves your settings. Then, the pack will reset and the Installer options menu (Number of phases Ph– on CE model and Input current br– selection) will display. At this time, the selection can be made by the in.xm2™ pack keys or the keypad keys. 

Note: If the keypad used does not have a Program key, all programming functions are via the Light key. In all tables, a dash in the parameter display (i.e. Ph--) indicates a placeholder, which is normally an option value, as shown in the tables.

WARNING: Improper configuration of these options may produce erratic spa operation. Only qualified spa technicians should be allowed to change these settings at any time.

In the event that the spa does not function correctly due to incorrectly field programmed options, the spa technician can always retrieve the Low Level configuration values.
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The keypad used to access the menu will be in.k600 streamlined interfaces 

To access this menu, press and hold Pump #1 key for 25 seconds.
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After 25 seconds the “LLPr” is flashing (Release the Pump #1 key)
[image: image4.jpg]2%

{ (




Then press the Prog key to go to the next parameter, pump#01 (high speed) will be displayed
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Then press again the Prog key to go to the next parameter, pump#01 (low speed) will be displayed
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Use UP/Down key to choose the desired setting 
After you choose the desired setting Press Prog. Key to confirm the changes.
Successive do the same with all parameters you want to change!
If you made a mistake do not validate (confirm) the changes and the system will reset (after 60 seconds) and goes back to the old settings.
If all the changes are confirmed the display will show:
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Press Prog. Key to confirm the breaker amperage or press Up/Down key to adjust the desired amperage accordingly with the manual specifications and/or main service (GFCI) capabilities.
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The system will restart automatically and the new settings are valid. 
THE SYSTEM IS READY! 
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